Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region . Percent Percent Percent
6/11/10 6/4/10 Difference | 6/12/09 Change 6/13/08 Change 6/11/10 6/12/09 Change
Refiner Inputs and Utilization
Crude Oil Inputs ............ccooiriniiinieeeee 15,114 15,187 -73 14,677 3.0 15,439 -2.1 15,123 14,721 2.7
East Coast (PADD 1) .. 1,152 1,250 -98 1,304 -11.6 1,371 -16.0 1,215 1,250 -2.8
Midwest (PADD 2) ... 3,363 3,396 -33 3,257 3.2 3,355 0.2 3,390 3,239 47
Gulf Coast (PADD 3) ... 7,684 7,646 38 7,244 6.1 7,458 3.0 7,586 7177 5.7
Rocky Mountain (PADD 4) .... 550 545 5 557 -1.3 554 -0.8 540 556 -3.0
West Coast (PADD 5) . 2,365 2,349 16 2,315 22 2,701 -12.4 2,392 2,501 -4.4
Gross Inputs ............... 15,458 15,660 -202 15,180 1.8 15,715 -1.6 15,488 15,159 2.2
East Coast (PADD 1) 1,157 1,252 -95 1,334 -13.3 1,373 -15.7 1,222 1,255 -2.6
Midwest (PADD 2) ... 3,382 3,440 -57 3,287 2.9 3,388 -0.2 3,422 3,261 5.0
Gulf Coast (PADD 3) ... 7,871 7,928 -58 7,462 5.5 7,630 3.2 7,811 7,385 5.8
Rocky Mountain (PADD 4) . 554 552 3 581 -4.6 555 -0.2 544 566 -3.9
West Coast (PADD 5) . 2,494 2,488 2,516 -0.9 2,769 -9.9 2,489 2,692 7.5
Operable Capacity’ .... 17,584 17,584 0 17,672 -0.5 17,594 -0.1 17,584 17,672 -0.5
East Coast (PADD 1) 1,397 1,397 0 - - - - - - -
Midwest (PADD 2) ... 3,723 3,723 0 - - - - - - -
Gulf Coast (PADD 3) ... 8,621 8,621 0 - - - - - - -
Rocky Mountain (PADD 4) . 623 623 0 - - - - — - -
West Coast (PADD 5) . 3,219 3,219 0 = - = - - - -
Percent Utilization? ... 87.9 89.1 -1.1 85.9 -— 89.3 -— 88.1 85.8 -—
East Coast (PADD 1) 82.8 89.7 -6.8 - -— - -— - - -—
Midwest (PADD 2) ... 90.9 92.4 -1.5 - -— - -— - - -—
Gulf Coast (PADD 3) ... 91.3 92.0 -0.7 - -— - —-— - - -—
Rocky Mountain (PADD 4) . 89.0 88.5 0.4 - -— - —— - - -—
West Coast (PADD 5) 77.5 77.3 0.2 - —— - —— - - ——
Refiner and Blender Net Production
Finished Motor Gasoline3 .....................cccocoue..... 9,385 R 9,223 162 9,131 2.8 8,965 4.7 9,195 9,064 14
Finished Motor Gasoline (less Adjustment)* 9,198 9,037 161 9,131 0.7 8,965 26 9,102 9,064 0.4
East Coast (PADD 1) .... . 2,755 2,642 113 2,454 12.3 1,962 40.4 2,645 2,414 9.6
Midwest (PADD 2) ..... 2,198 2,173 25 2,147 24 2,385 -7.8 2,188 2,085 5.0
Gulf Coast (PADD 3) .. 2,470 2,463 7 2,794 -11.6 3,004 -17.8 2,497 2,830 -11.8
Rocky Mountain (PADD 4) 283 327 -44 314 -9.9 273 3.7 308 306 0.5
West Coast (PADD 5) ... 1,492 1,432 60 1,422 4.9 1,341 11.3 1,463 1,430 2.3
Reformulated? ... 2,990 2,908 82 2,967 0.8 3,111 -3.9 3,006 3,056 -1.6
Conventional4 . 6,208 6,129 79 6,164 0.7 5,854 6.1 6,096 6,008 1.5
Adjustment5 ... 187 R 186 1 - - - - - - -
Kerosene-Type Jet 1,448 1,391 57 1,388 4.3 1,530 -5.4 1,426 1,381 3.3
East Coast (PADD 1) .. 84 70 15 66 27.7 104 -19.0 80 62 28.5
Midwest (PADD 2) .. 222 216 5 232 -4.5 205 8.1 222 215 3.5
Gulf Coast (PADD 3) 743 721 22 673 10.4 687 8.1 729 661 10.2
Rocky Mountain (PADD 27 27 0 31 -12.4 25 8.6 27 28 -1.4
West Coast (PADD 5) .... 372 357 15 386 -3.6 509 -26.9 368 415 -11.2
Distillate Fuel Oil ........... 4,282 4,379 -98 3,915 9.4 4,439 -3.5 4,294 3,984 7.8
East Coast (PADD 1) .. 373 421 -49 360 3.5 449 -17.0 404 374 8.1
Midwest (PADD 2) .. 1,043 1,026 18 887 17.6 1,028 1.5 1,026 878 16.9
Gulf Coast (PADD 3) ... 2,169 2,200 -31 2,008 8.0 2,152 0.8 2,146 2,066 3.9
Rocky Mountain (PADD 4) 185 175 10 169 9.5 184 0.6 173 164 5.8
West Coast (PADD 5) .... 511 557 -46 491 4.1 626 -18.3 544 503 8.1
15 ppm sulfur and Under . 3,581 3,673 -92 2,935 22.0 3,250 10.2 3,557 3,068 16.0
> 15 ppm to 500 ppm sulfur 411 446 -35 530 -22.4 706 -41.8 421 546 -22.8
> 500 ppm sulfur .... 290 260 30 450 -35.6 483 -40.0 315 370 -14.9
Residual Fuel Oil . 464 554 -90 613 -24.3 554 -16.2 502 595 -15.7
East Coast (PA ) . 52 79 -27 96 -46.1 110 -53.0 63 103 -39.1
Midwest (PADD 2) .. 46 53 -6 54 -14.5 50 -7.6 43 47 -7.5
Gulf Coast (PADD 3) ... 232 279 -47 307 -24.5 256 -9.5 256 295 -13.3
Rocky Mountain (PADD 4) 9 10 0 11 -15.3 17 -45.2 9 11 -18.0
West Coast (PADD 5) .... 125 134 -9 145 -13.6 121 3.5 131 138 -5.4
Propane/Propylene® ..... 1,057 1,101 -44 1,078 -1.9 1,075 -1.6 1,108 1,085 21
East Coast (PADD 1) .. 42 42 0 55 -23.9 52 -19.5 47 52 -9.8
Midwest (PADD 2) .. 271 263 7 251 7.9 214 26.5 278 261 6.3
Gulf Coast (PADD 3) 693 754 -62 712 2.7 651 6.4 730 707 3.3
PADDs 4 and 5 52 42 11 = - - - - = -
Ethanol Plant Production

Fuel Ethanol 839 839 0 - - - - - — _
East Coast (PADD 1) .. w w W w W w W w w W
Midwest (PADD 2) .. 803 800 3 - - - - - - -
Gulf Coast (PADD 3) ... w w w w W w W W w W
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w W w W w w W w W

= Not Applicable.

~ = Data Not Available.
W = Data Withheld.

|1=1 = Revised Data.
2

Based on the latest reported monthly operable capacity.
Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

w

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.

Weekly Petroleum Status Report/Energy Information Administration

Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol



